REFERENCE ANGLE CONVERSION CHARTS

ANGLE CONVERSIONS
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ANGULAR TO LINEAR PHOTOMETRIC UNITS

ANGLES PERINCH  PER 10 INCHES  PER FOOT e TR

1 second .000005" .000048" .000058” 1 Foot Candle 10.764 Meter Candles
5 seconds .000024” .000242" .000291” 1 Candle 1 Lumen/Steradian

10 seconds  .000048" 0000485 .000582" 1 Candle/M2 3.142 x 10+ Lambert
20 seconds  .000097” .000970” .001163" 1 Lambert 2.054 Candle/In2

30 seconds  .000145”  .001454” .001745" T Liix T Mster Carulle

1 minute .000291" .002909” .003491” 1 Lux 0.0929 Ft Candle

1 Meter Candle 1 Lumen/M?2 ”

LINEAR TO ANGULAR

LINEAR MEASURE PER INCH PER 10 INCHES PER FOOT

.000001” ~ 0.206 sec.. 0.021 sec. 0l s

.000025" 5.157 sec. 0.516 sec. 0.430 sec.

-.00005” 10.3 sec. L 1.03 skec,i, i bide sec

.0001” 3 min. 26 sec. 2.06 sec. 1.72 sec.
001" 3mm.26sec.  20.6sec. 1700

.005” 17 min. 11 sec. 1 min. 43 sec. 1 min. 26 sec.
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